
prepared

checked

approved

DATE

1. Scope: SDD1.5kW-425V pump kit with 0,55kW hydraulic systems @50Hz

2. Description: Submersible 3-phase motor 4“ with screw connected hydraulic

systems each one optimized for specific pump head [m] versus

discharge [m³/h]

3. PV-array: Recommended minimum number of 60 cell (275Wp) PV-panels: 4

4. Options: Hydraulic system performance pump head [m] versus discharge [m³/h]:

lps

AP02/06 0,000 0,250 0,417 0,583 0,75 aus dem low cost kit

m 69,0 65 60 50 37 --> Daten anfragen

SX25-21 0,000 0,083 0,167 0,25 0,417

m 121,0 112 101 81 36

SP50-10 0,000 0,250 0,417 0,583 0,75

m 69,0 65 60 50 37

SP70-08 direkt unten eingefüllt 

m³/h

EMP02/06 0,000 0,900 1,501 2,099 2,700

m 69,0 65,0 60,0 50,0 37,0

EMP25/21 0,000 0,299 0,601 0,900 1,501

m 121,0 112,0 101,0 81,0 36,0

EMP50/10 0,000 0,900 1,501 2,099 2,700

m 69,0 65,0 60,0 50,0 37,0

EMP70/08 0,000 0,900 1,500 2,700 3,600

m 54,0 53,0 49,0 40,0 28,0

Hydraulic systems:

1.) EMP25/21 21 stages low flow rate, high pressure 4“

2.) EMP50/10 10 stages low flow rate, medium pressure 4“

3.) EMP70/08 8 stages high flow rate, low pressure 4“

Other models on request, please contact engineering@empo-ni.de

Errors and omissions excepted
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